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Key Features
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IR distance

Lighthunter
Emart Intruslon =

Prevention

e High quality imagwith 4MP, 1/3"CMOS sensor

e 4MP Q6881520@ 30/ 25fps; 4MP(2560*144Q@ 30/ 25fps, BMP (2304*1296}@ 30/ 25fps; 2MP (1920*1080)@30/25fps;
e Ultra 265, H.265, H.264, MIJPEG

e Smart intrusion preventioninclude cross line, intrusion, enter area, leave area detection

e Based on target classification, smart intrusfmevention significantly reduce false alarm caused by leaves, birds and lights etc.,
accurately focus on human and, motor vehicle and-nostor vehicle

e Intelligent People Flow Counting and Crowd Density Monitoring

e LightHunter technology ensures ultrhighimage quality in low illumination environment
e 120dB true WDR technology enables clear ieiagtrong light scene

® Support9:16 Corridor Mode

) Alarm:1 il out, Audio: 1in/1 out

e SmartIR, up to 50m (164ft) IR distance

@ Supports 256 G Micro SD card

e IKlOvandal resistanandIP67 protection

e Support PoE power supply
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‘ IPC232SBDZKIO
Camera
Sensor 1/3", 4.0megapixelprogressive scalGMOS
Minimum! | | umi na Col:o u(?lu(X(F 1.2, AGC ON)

Olux with | R on

Day/Night IRcut filter with auto switch (ICR)
Shutter Aut o/ Mshatterdirhe;1~1/ 108000
Adjustment angle Pan: 0°~ 360° Tilt: 0°~ 90° Rotate: 0°~ 360°
WDR 120dB
SIN >56dB
Lens
Lens 2.7 ~13.5mm, Afautomaticfocusingand motorizedzoomlens
Iris Fixed

Field (oH) Vie

98. 26 31. 35°

Field of Vie

54. 76 18.55°

Field Bf Vie

127.5436. 99°

DORI

Lens(mm) Detect(m) Observe(m) Recognizém) Identify (m)
DORI Distance 2.7 60.8 24.3 12.2 6.1

135 303.8 121.5 60.8 30.4
llluminator
IR Range Up to 50m(164it) IR range
Wavelength 850nm
IR On/Off Control Auto/Manual

Video

Video Compression

Ultra 265, H.265, H.264, MJPEG

H.264 code profile

Baseline profile, Maiprofile, Highprofile

Frame Rate

Main Stream4MP 6881520, Max 30fpsiMP @560 1440, Max 30fps3MP @304 1296), Max 30fps; 1080P
(1920*1080), Max 30fps;

Sub Stream: 72 (280*720), Max 30fps; D1 (720*576), Max 30fpg0*360,Max 30fps
Third StreamD1 (720*576), Max 30fp$40*360,Max 30fp2CIF(704*288), Max 30fps; CIF(352*288), Max 30fps;

VideoBit Rate

128Kbps~16 Mbps

U-code

Support

OSD

Up to8 OSDs

Privacy Mask

Up to4 areas

ROI Up to8 areas
VideoSream Triple $reams
Image

White Balance

Auto/Outdoor/Fine Tune/Sodiurhamp/Locked/Auto2

DigitalNoise Reduction 2D/3D DNR

Smat IR Support

Hip Normal Vertical Horizontal/180790°Clockwise/90°Anttlockwise
Dewarping N/A




HLC Support

BLC Support
Defog Digital Defog
Intelligent

Smart intrusion prevention| Support falsealarm filtering:Cross Line detection, Intrusion detection, Enter Area detection, Leave Area detection

Statistical Analysis People counting, suppopeople fow counting anccrowd density monitoring
Events
BasidDetection Motion detection Ultra motiondetection, Tampering alarmAudio detection

. Watermark, IP addresdtéring, alarm input, alarm output, access policy, ARP protection, RTSP authenticagon, u
General Function

authentication
Audio
Audio Compression G.711
Audio Bitrate 64 Kbps
Twoway Audio Support
Suppression Support
Sampling Rate 8KHzZ
Storage
Edge Storage Micro SD, p to 2565B
Network Storage ANR, NAS(NFS)
Network
Protocols IPv4 IPv§ IGMP, ICMP, ARP, TCP, UDP, DHCP, FHPORTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP, HTTP, HTT

802.1x, SNMP, QoBTMP,SSL/TLSSH
Compatible Integration ONVIF (Profile S, Profile G, Profile T),S1

User' Host Up to 32 users. 2 user levels: administrator and common user

Password protection, strong password, HTTPS encryikmort operation logs, basic and digest authentication for RTS

ecurtty digest authentication for HTTP, TLS 1.2, WSSHigest authentication for ONVIF
EZStation
Client EZView
EZLive

Plugin required live view: IE 10 and above, Chrome 45 and above, Firefox 52 and above, Edge 79 and above

Web Browser
Plugin free live view: Chrome 57.0 and above, Firefox 58.0 and above, Edge 16 and above

Interface
linputti mpedance 35W[pp amplitude 2
Audio I/O
1 Output: impedandpp 600Q; amplitude 2
Alarm 1/O 1
RS485 N/A
Builtin Mic N/A
Built-in Speaker N/A
WIFI N/A
Network 1* RJ45 10M/100M BasEX Ethernet
Video Output N/A
Certifications

CEEMC (EN 55032: 2015+A1:2020¢ER0063-3: 2013+A1: 2019,EN IEC 61382 2019+A1: 2021,EN 55035:
BVIC 2017+A11:2020)

FCC (FCC CFR 47 partl5 B, ANSHZUEBI
Safety CE LVD (EN 623682014+A11:2017)




CB (IEC 6236B2014)

UL (UL 62364&, 2nd Ed., Issue Date: 2012-01)

Environment CERO0HS (2011/65/EU;(EU)2015/863); WEEE (2012/19/EU); Reach (Regulation (EC) No 1907/2006)
. IP67 (IEC 60529:1989+AMD1:1999+AMD2:2013)
Protection
IK10 (IEC 62262:2002)
General
DC 12V+25%, PoE (IBBE.3af)
Power

Power consumption: Max 88

Power Interface

@ 5.5mm coaxial power plug

Dimensions(LxWxH) | 245. 4 x 85.4 x 86.4mm (9.7"” x 3.4" x 3.4")
Weight 0.92kg (203lb)

Material Metal

Working Environment -30C~60CR2° F ~ 140°F), H u-goindersingy : <95% RH (non
StrorageEnvironment -30C~60CL2 F ~ 140°F), Hu-wondbnsingg: <95% RH (non
SurgeProtection 6KV

Reset Button N/ A

DI mensi ons
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Pole Mount

TRUPOGGIN

Pole Mount

TRJIBO7D-IN(TRIBOGA-IN)+ TRUPOGGIN

TRUPOGB-IN

Zhejiang Uniview Technologies Co., Ltd.

Building No.10, Wanlun Science Park, Jiangling Road 88, Bijgrict, Hangzhou, Zhejiang, China (310051)

Email overseasbusiness@uniview.cpgiobalsupport@uniview.com

http://www.uniview.com
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